MD 32 IS ASSUMED TO RUN
IN AN EAST-WEST DIRECTION

GENERAL NOTES

1.

U B N

THE SIGNAL CONTRACTOR SHALL DETERMINE IF ANY WORK BY OTHER
CONTRACTORS CANNOT BE COMPLETED UNTIL INSTALLATION OF SIGNAL
EQUIPMENT IS COMPLETE. THE SIGNAL CONTRACTOR SHALL NOTIFY OTHER
CONTRACTORS OF THIS WORK. | R | | | |
CONTRACTOR SHALL INSTALL ALL CONDUIT PRIOR TO INSTALLATION OF
PAVEMENT UNLESS OTHERWISE NOTED ON PLANS.

VERIFY PROPOSED GEOMETRICS PRIOR TO INSTALLING SIGNAL EQUIPMENT.
REFER TO TRAFFIC CONTROL PLANS AND SIGNING AND MARK ING

PLANS FOR ADDITIONAL PAVEMENT MARKING AND SIGNING DETAILS.

ALL UNDERGROUND AND OVERHEAD UTILITIES SHOWN ON THESE PLANS

ARE SCHEMATIC ONLY AND MAY NOT BE COMPLETE. THE CONTRACTOR

SHALL BE RESPONSIBLE FOR NOTIFYING MISS UTILITY PRIOR TO THE
CONSTRUCTION SO THAT ALL UTILITIES MAY BE LOCATED IN THE FIELD.
IF THE CONTRACTOR PERCEIVES THAT A CONFLICT BETWEEN UTILITIES AND
THE TRAFFIC SIGNAL WILL OCCUR. THE CONTRACTOR SHALL NOTIFY THE
PROJECT ENGINEER IMMEDIATELY SO THAT THE CONFLICT MAY BE RESOLVED.
ALL HANDHOLES SHALL BE INSTALLED AT FINAL GRADE.

/] —— TEMPORARY PAVEMENT

ROADWAY RESURFACING

—— PROPOSED CONSTRUCTION

—— EXISTING ROADWAY TO BE REMOVED

STABILIZED CONSTRUCTION ENTRANCE (SCE)

m - TEMPORARY CONCRETE BARRIER
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PHASING NOTES:
1.  PHASES ASSOCIATED BY A SOLID LINE WI

2. PHASES ASSOCIATED BY A DASHED LINE WILL OPERATE CONCURRENTLY.
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CONSTRUCTION DETAILS

OVERHEAD [INES

T—CANIN

A. INSTALL 27 FT. STEEL POLE WITH A 70 FT. MAST ARM WITH SIGNS. SIGNAL HEADS

AND POLE MOUNTED CONTROLLER CABINET.

INSTALL 2-3

IN.

SCHEDULE 80. 90 DEGREE
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/2y ADDENDUM NO. 2
JANUARY , 2001
INSTALLED SIGNS AND STOP LINES

SPECIAL NOTE:

PRIOR TO BEGINNING STAGE
TRAFFIC CONTROL PLANS.

TRAFFIC SIGNAL MODIFICATIONS SHALL BE COMPLETED

6 CONSTRUCTION. SEE

STAGE 6 - TSP-04

REVISIONS
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